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RACKING SAMPLE LAYOUT FRONT VIEW

4

{\—/ 0 o o o0 0O o 0 B ﬂ)\—/ o O o 0 B
L
o o o o [-] o o (Z) i
* ° ° - [ < 5
* o ° 0 ] 450 L] o o (<] o m
L
@ e
< O W
LI . D
‘ufJ’ () 0 0 0 0 0 of <) 0 0o 0 ol =~
= : : : : - 7  SINGLE UNIT SIDE VIEW
° S—B I
000000000000000000000070 o ° ° o _° 2 2 ° 5
(@)
7o) o ~ s oo o S
o LLLLLLLILLLLLLLL180 Y ©
SHOWING 12-CH HPM OPTION
- %% | ) A
53
© o o o O o O —B —" o o 0O o 0o B 1
X X . . . X X DETAIL A 57
(UNISTRUT BRACKET
= L. o (o = L. o (o MOUNT'NGI— - REAR
L0 PROJECTION
S | |
@ iR
OJ o o o o o]|1 ) o o 0 o oJlr A\IISTRUT ™
= = o P1000 -
490 o
i L |
600 T J
HORIZONTAL PITCH* ! "/
*HORIZONTAL PITCH IS THE MINIMUM RECOMMENDED FOR CABLING ACCESS AND AIRFLOW. MORE IS BETTER L 41.3
=—43.0
** VERTICAL PITCH / CLEARANCE REQUIRED Pa e _
LS C GENVI-W

UTILITY CLEARANCE VERTICAL PITCH
ABSOLUTE MININUM: FOR REMOVAL FROM UNISTRUT ONLY 35mm 302mm
MINIMUM TO ALLOW IN-SITU ACCESS TO HARDWIRE TERMINALS 113mm 380mm
MINIMUM TO ALLOW FULL ACCESS TO SWING DOWN AND/OR
REMOVE HINGED DIMMER CHASSIS SECTION 143mm 410mm
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Any threads must be paint free

Remove all burrs and sharp edges
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UNIT WIDTH EXCLUDING HANGERS
AND ANY SIDE PANEL PROJECTIONS

CLEARANCE FOR CABLE EXIT,
AIRFLOW REQUIREMENTS**

* ABOLUTE MINIMUM VERTICAL SPACING WHICH STILL ALLOWS UNITS
TO BE UNHOOKED FROM UNISTRUT. NOTE UNITS CANNOT BE HINGED OPEN AND
TERMINALS CANNOT BE ACCCESSED WITH THIS SPACING WHEN UNIT IS IN POSITION

** MORE IS BETTER FOR UNIT COOLING
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